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NOTES

See Wood Post
é — % Sign Mounting

Detail (Typ.)

4” x 4”7 Treated Wood
Wood Sign Post Per

MAG Section 779

TRAIL MARKER

1.

Signs shall conform to C.0.S. Supplemental
Specifications, Section 402.3.

. Signs to be mounted on square perforated

tubing per C.0.S. Std Det 2131 within C.O.S.
Right—of—Way. Treated wood post may be
used for trail markers located outside C.O.S.
Right—of—Way.

Legends shall be reflectorized white vinyl

sheeting on a green or brown vinyl back—
ground unless otherwise approved by the

City of Scottsdale.

Hand
Compogted 4” x 4" Treated Wood =t )
Backfill Wood Sign Post Per Sign
MAG Section 779 O\ Pane

Fasten With (2) 1/2” x 2" Lag
Screws With (2) Flat Washers
or (2) 1/2" x 4 1/2" Bolts With
(4) Flat Washers. Burr Threads
And Nuts With Center Punch.

WOoOD POST SIGN
MOUNTING DETAIL

TRAIL
CROSSING

-

Sign Height Per B Square Perforated
M.U.T.C.D. Unless ° Tubing Sign Post
Otherwise Directed ° Per C.0.S. Std
By C.0.S. Traffic ° Detail 2131
Engineering Div. °
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TRAIL CROSSING SIGN
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CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee
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